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SPECIFICATION FOR 

TROLLEY, INSTRUMENT, PLAIN AND CURVED 

1. Scope — Dimensions and other requirements for plain and curved Instrument trolleys 

2. Material 

p 2.1 Tube — As given In 2.1 of IS 4033-1968*. 

Vi 

^ l.lShelves —Transparent sheet glass (selected quality), 5 5 ±0 3 mm thick, conforming to IS 2835- 
G 1965t. 

Q 

H 2.3 DISC —Mild steel or aluminium 

CJ 

o 

Q 

«« 2 4 Costors —Confonning to IS 4034 - 19681 

<u 

5 . 

^ 3. Shape and Dimensions — As shown in Fig I and 2 


4. Manufacture 

u 

o 

g 4.1 Framework — The trolleys shall have a welded framework of continuous lengths of mild steel tubes as 
^ shown in Fig I and 2 The upright members shall be connected together by other set of tubes as shown 
in the respective figures. These tubes shall be connected to the upright members in such a way so as to 
form supporting frames for two shelves, suitable for receiving glass shelves with shaped corners for 
avoiding rattling of the glass shelves, suitable size rubber studs or buttons shall be employed and the glass 
shelves pressed on them over the supporting frames in case of curved instrument trolley the glass shelves 
I may consist of two equal segments, if so required by the purchaser The upper ends of the upright 
^ members shall be sealed with mild steel or aluminium discs as shown in the respective figures Rest of 
the details shall conform to the requirements laid down in 4.1 of IS 4033-1968*. 



to 4.2 Casiors —The trolley shall be provided with castors, 80 mm in dia, having antistatic rubber tread 
« (see IS 4034-19681)- Rest of the details shall be as in 4.2 of IS 4033-1968* 


Note - 
transmission 


ote— When artistatic rubber tread is^ndC availableaitthej-^^wmtion of the trolley shall otherwise ensure 
ission of static charge to the earth / ‘ v 

h—As specified in S of IS 463^ . The glass sh^8s shall be free from sharp edges and 

y nntranet Print J *1 


y 1 6.1 Adhesion Test — Carry out the test as prescribed in 6.1.1 of IS 4033 - 1968* 


.| 6.2 Fetformcmce Test — Carry out the test as prescribed m 6.1.2 of IS 4033-1963*. However, the 
« performance shall be determined without putting any additional load, the rest of the things being in 
^ position 

V 

.§■ 6.2.1 In addition, while taking the performance, the glass sheivs shall not get displaced of make 

H rattling noise. 

“ 

f 7. Mariiing — As specified in 7.1 of IS.4033-1968* 

S 

7.1 Certification Marking — Details available with the Bureau of Indian Standards 


8. Pacltlng — As agreed to between the purchaser and the manufacturer 


*General requirements for hospital furniture 

J Specification for transparent sheet glass (selected quality) 
Specification for castors for hospital equipment 


Adopted 10 June 1970 J © June 1971 BIS I Gf 2 


BUREAU OF INDIAN STANDARDS 

MANAK BHAVAN 9 BAHADUR SHAH ZAFAR 1VL\RG 
NEW DELHI 110002 








AMENDMENT NO. 1 MAY 1993 
TO 

IS 5631 : 1970 SPECIFICATION FOR TROLLEY, 
INSTRUMENT, PLAIN AND CURVED 

( Page I, clause 12) — Insert the following at the end of the clause: 

'or stainless steel sheet of minimum thickness 8 mm contorming to IS 5522 : 
1992' 

{Page 1, clauie 3, Fig. 1 and 2): 

a) Substitute dia of the castor wheel '50 or 80'^r '80' 

b) Delete the word 'glass' wherever appears. 

c) Substitute'MS/Al Cap'/or'MS/Al Disc’. 

{Page 1, clause 4.1) — Substitute the following for the existing clause; 

'4.1 Framework — The trolleys shall have a welded framework of continuous 
lengths of mild steel tubes tubes as shown in Fig.l and 2. The upright members 
shall be connected together by other set of tubes as shown in the respective 
figures. These tubes shall be connected to the upnght members in such a way so 
as to form supporting frames for two shelves, made of glass or stainless steel with 
shaped comers. If glass shelves are used, for avoiding rattling, suitable size 
rubber studs or buttons shall be employed and the glass shelves pressed on them 
over the supporting frames. In case of curved instrument trolley the shelves may 
consist of two equal segments. The upper ends of the upnght members shall be 
sealed with mild steel or alumimum caps. Rest of the details shall conform to the 
requirements laid down in 4.1 of IS 4033 : 1968.' 

{Page clause 4.2, line 1) — Substitute '50 or 80'/or '80'. 

{Page I, clause 5) — Delete the word 'glass'. 

{Page 1, clause 6.2.1) — Delete the word 'glass’ 


(MHD 14) 
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CLASS SHELF 



6 HOLES FOR RECEIVING 
RUeeER BUTTONS ON 
EACH frame 






















